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JOINT-STOCK COMPANY

«KOMMASH»



THE PRICE-LIST 

On municipal and special technics, and also the manufacture consumer goods Open Society "Коммаш" 

	Model

 (The base chassis)
	The technical 

The characteristic
	The price
	

	KO-413.3 E2
Lateral loading
(GAZ-3307)
	The dust volume (SHW), that is transported (depending on dust type)
 - to 16 m3

Weight SHW, kg - 3180

Weight of a special equipment, kg - 1980

Load-carrying capacity of the manipulator, kg - 500

The lump of the loaded garbage truck is (no more), kg - 7820
	The contractual
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	KO-413.3 E2
Lateral loading
(GAZ-3309)
	
	The contractual
	

	KO-413.3 E2\2

Lateral loading

(GAZ-3309 \ZIL-432921)


	The dust volume (SHW), that is transported (depending on dust type)
 - to 16 m3

Weight SHW, kg - 3210

Weight of a special equipment, kg - 2100

Load-carrying capacity of the manipulator, kg - 600

The lump of the loaded garbage truck is (no more), kg - 7960

The combined capture under the eurocontainer (0,75 and 1,1 m3)
	The contractual
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	KO-431K
Lateral loading

(ZIL-433371)
	The dust volume (SHW), that is transported 

(Depending on dust type) - to 20 m3
Weight SHW, kg - 5010

Weight of a special equipment, kg - 2045

Load-carrying capacity of the manipulator, kg - 500

The lump of the loaded garbage truck is (no more), kg - 10870
	The contractual
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	KO-431K
Lateral loading

(ZIL-432921)
	
	The contractual
	

	KO435M
Lateral loading

(ZIL-433371)
	The dust volume (SHW), that is transported 

(Depending on dust type) - to 20 m3

Weight SHW, kg - 4355

Weight of a special equipment, kg - 2260

Load-carrying capacity of the manipulator, kg - 600

The lump of the loaded garbage truck is (no more), kg - 10870

The combined capture under євроконтейнер (0,75 and 1,1 m3)
	The contractual
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	KO-435M 

Lateral loading

(ZIL-432921)
	
	The contractual
	

	KO-435-3A
Lateral loading

(KAMAZ-43253-15)
	The dust volume (SHW), that is transported 

(Depending on dust type) - to 45 m3

Weight SHW, kg - 4300

Weight of a special equipment, kg - 5000

Load-carrying capacity of the manipulator, kg - 600

The lump of the loaded garbage truck is (no more), kg - 13950

The combined capture under the eurocontainer (0,75 and 1,1 m3)
	The contractual
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	KO-435-1A 

Lateral loading

(MAZ-533702)
	The dust volume (SHW), that is transported 

(Depending on dust type) - to 45 m3

Weight SHW, kg - 5300

Weight of a special equipment, kg - 4320

Load-carrying capacity of the manipulator, kg - 600

The lump of the loaded garbage truck is (no more), kg - 15870

The combined capture under the eurocontainer (0,75 and 1,1 m3)
	The contractual
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	KO-435-2A 

The back mechanised loading

(MAZ-533702)
	The dust volume (SHW), that is transported 

(Depending on dust type) - to 55 m3

Weight SHW, kg - 4030

Weight of a special equipment, kg - 5820

Load-carrying capacity of the mechanism переворачивания, kg - 600

The lump of the loaded garbage truck is (no more), kg - 15950

Capture under the eurocontainer of 1,1 m3
	The contractual
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	KO-444A
Back manual and mechanised

Loadings
(ZIL-432921)
	The dust volume (SHW), that is transported 

(Depending on dust type) - to 30 m3

Weight SHW, kg - 4470

Weight of a special equipment, kg - 2500

Load-carrying capacity of the mechanism, kg - 600

The lump of the loaded garbage truck is (no more), kg - 10840

Capture under the eurocontainer of 1,1 m3
	The contractual
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	KO-444

Back manual loading
(ZIL-433371)
	The dust volume (SHW), that is transported 

(Depending on dust type) - to 30 m3

Weight SHW, kg - 4470

Weight of a special equipment, kg - 2270

The lump of the loaded garbage truck is (no more), kg - 10840
	The contractual
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	KO-444

Back loading
(ZIL-432921)
	
	The contractual
	

	KUBO-137

(MAZ-533702-240)
	Body capacity technological, m3 - 16

Weight SHW, kg - 6300

Weight of the container, kg - 1800
	The contractual
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	The container for

KUBO-137
	Capacity technological, m3 - 16

Weight SHW, kg - 6300

Weight of the container, kg 1800
	The contractual
	


DUMP-BODY TRUCKS

Intended for transportation of different cargoes.

	Model

 (The base chassis)
	The technical 

The characteristic
	The price
	

	KO-951-1

(GAZ-3309)

Back unloading
	Weight of the car full, kg - 9050

Weight of a special equipment, kg - 1070

The size of a platform, mm

Length - 3270

Width - 2240

Height - 850

Volume of a platform (body), m3 - 6,2
	The contractual
	[image: image11.png]




	KO-951-3

(GAZ-3309)

Tripartite unloading
	
	The contractual
	

	KO-951-2

(ZIL-433362)

Back unloading
	Weight of the car full, kg - 11000

Weight of a special equipment, kg - 1380

The size of a platform, mm

Length - 3450

Width - 2450

Height - 800

Volume of a platform (body), m3 - 6,76
	The contractual
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	KO-951-4

(ZIL-433362)

Tripartite unloading
	
	The contractual
	


The car vacuum. 

Intended for cleaning of cesspools and 

Transportations of faecal waters.

	Model

 (The base chassis)
	The technical 

The characteristic
	The price
	

	The car vacuum 

KO-503
	The base chassis - GAZ-3307

Spaciousness of the tank, m3 - 3,75

Spaciousness of a tank for water, l - 20

Depth of clarification of a hole, m - 4,5

Capacity of the vacuum pump, m3/г - 240

Max. Depression in the tank, MPa - 0,08

Time of filling of the tank, minute - 3-6

Full weight, kg – 7850  Length, mm - 7000 

Width, mm – 2200  Height, mm - 2600
	The contractual
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THE TANK.

For potable water transportation.

	Model

 
	The technical 

The characteristic
	The price
	

	THE TANK
	Tank volume – 4-8 m3 

Type of the chassis for installation - any – under the order

Stationary variant - under the order.

The tank volume can be changed 

Under the concrete order
	The contractual
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EUROCONTAINERS 

AND OTHER CONTAINERS OF ALL STANDARD SIZES

Intended for accumulation of a household waste.

	Model 
	The technical 

The characteristic
	The price
	

	 CON-0,75

The container metal
	Spaciousness, m3 - 0,75

Weight of a loading waste, kg - 300

Weight, kg - 95
	The contractual
	[image: image15.jpg]




	CON-1,1

The eurocontainer metal
	Spaciousness, m3 - 1,1

Weight of a loaded waste, kg - 400

Diameter of a wheel, mm - 200

Weight, kg - 136
	The contractual
	[image: image16.png]




	CON-1,1

The eurocontainer metal

The eurocontainer equipped with a special pedal for opening of a cover by a foot
	Spaciousness, m3 - 1,1

Weight of a loaded waste, kg - 400

Diameter of a wheel, mm - 200

Weight, kg - 160
	The contractual
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	CON-1,1

The container metal
	Spaciousness, m3 - 1,1

Weight of a loaded waste, kg - 400

Diameter of a wheel, mm - 200


	Договірна
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TURNSTILE.

	Model 
	The technical 

The characteristic
	The price
	

	TURNSTILE
	Dimension:, mm - 2540х1600х2590

Length, mm - 2540

Width, mm - 1600

Height, - 2590

Any sizes – under the concrete order
	The contractual
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GATE METAL.

	Model 
	The technical 

The characteristic
	The price
	

	GATE

THE METAL 
	Any sizes – under the concrete order


	The contractual
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CASE METAL.

	Model 
	The technical 

The characteristic
	The price
	

	CASE

THE METAL
	Dimension, mm - 1200х500х1800

Length, mm - 1200

Width, mm - 500

Height, mm - 1800

Any sizes – under the concrete order
	The contractual
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Accessories and spare parts.

	Model 
	The technical 

The characteristic
	The price
	

	Hydrocylinders 
the telescopic
	Moving nominal, mm - 770

Moving maximum, mm - 1435
	The contractual
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	Hydraulic distributors section
	Quantity of sections - from 1 to 10 

Nominal pressure, MPa - 25 

Conditional throughput possibility under expense 
Q – to 8
	The contractual
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	Hydrocylinders
	Rod course, mm - to 1250 

Working pressure, MPa - 25
	The contractual
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	 Boxes of selection of capacity 
	Chassis GAZ-3307, GAZ -3309, ZIL-433362, MAZ-5337
	The contractual
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	High pressure sleeves
	Nominal pressure, MPa - 25 

Diameter - 12, 30 

Length - under requirements of the customer
	The contractual
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FLEXIBLE SYSTEM OF DISCOUNTS





Kiev, 03022, street Vasilkovskaya, 28


Tel/fax: +38-044-259-03-83; +38-044-257-22-95


Tel: +38-050-389-24-34; +38-050-356-84-89; 


+38-050-383-04-07


E-mail: � HYPERLINK "mailto:market@zavod-kommash.com.ua" ��market@zavod-kommash.com.ua�


�HYPERLINK "D:\\New site\\KM\\www.zavod-kommash.com.ua"��www.zavod-kommash.com.ua�








